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    For applications requiring longer antenna cable runs, the MIPRO AD-90A (UHF Wideband 

Power Amplifier) can be used to compensate for the line loss and achieve the best 
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coaxial cable to an output on the AD-90S for each MIPRO AT-90T wideband extension antenna to 

be used (1 ~ 4 units).  Please make sure to use above-average quality coaxial cable and keep 

the cable length to a minimum to minimize line losses. The AT-90T antennas can be mounted on 

a MS-10 (wall-mount antenna bracket) or on a standard microphone stand and set to the desired 

angles to obtain the best coverage.  The antennas should be installed in a position that is higher 

than the audience and away from obstacles for optimum reception.

(Illustration 2)

(Illustration 3)3. Turning on the System:

    When the power is on, the power indicator will light up.  If the input signal strength is over 

+3dBm, the LED indicator will also illuminate.

NOTE:
(1) The AD-90S works in the frequency range of 470 MHz ~ 960 MHz.  Any MI-808T 

transmitter that is within this range can work with the AD-90S.  However, please make 
sure the antenna used with the AD-90S is the same bandwidth as the one in the MI-
808T to avoid adversely affecting the system's performance. The MIPRO AT-90T 
wideband transmitting antenna is designed to handle this entire frequency range and is 
thus the best solution to avoid a possible mistake in matching the frequency bands of the 
antenna and transmitter above. *  Combining the AD-90S with the AT-90T would give the 
ideal performance characteristics when it comes to the system application.

(2) When using coaxial cable, please make sure a premium quality 50Ωcoaxial cable is 
used (e.g.: RG-58 cable or better) and the cable length should be no more than 10 
meters for best performance.
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